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Introduction 
 

 

 

 
Each Waltco liftgate is manufactured to stringent quality standards for years of reliable 
service. To ensure maximum performance of your Waltco liftgate, always specify and use 
“OEM Parts” from Waltco. 
 
This manual does not provide procedures for the servicing and repair of Waltco liftgates. 
Service and repair should only be performed by an authorized Waltco distributor. For 
information on the nearest authorized Waltco distributor contact: 
 
Waltco Lift Corp. 
285 Northeast Avenue 
Tallmadge, OH 44278 
Phone:  800.411.5685 
Fax:  800.411.5684 
E-mail: parts@waltco.com 

 

 

 

 

 

The use of non-standard or makeshift parts can be extremely hazardous and result 
in serious injury or death. 

 

 

Every vehicle that has a WALTCO Liftgate must have legible WARNING AND 
OPERATION DECALS clearly posted on the vehicle and an OWNER’S MANUAL in 
the vehicle at all times as a guide for proper operation and maintenance. 

 

 

 This is the safety alert symbol.  This manual uses this symbol to alert you to 

potential personal injury hazards. Obey all safety messages that follow this symbol to 

avoid personal injury or death. 
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2.6

ZEPRO Z-Lyften Produktion AB
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ZEPRO Z-Lyften Produktion AB
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ZEPRO Z-Lyften Produktion AB
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 Model: BZ Gen 5
 EO No. N/A 

 

Explanation of BZ Generation 5 Controls and Controller 
Waltco started shipping a new version of the BZ model liftgate in September of 2010 with is now called the BZ 
Generation 4 (G4). This gate has new switches and new controller from the previous Generation 3 BZ’s. 

The new controller has several new features built-in to protect the hydraulic unit from damage due to shorted wires, 
damaged switches, low voltage, etc. One of the things the unit will do is shut down the liftgate if it identifies a 
problem. 

The most common shut down situation that can occur is the controller will shut down the liftgate if a button is 
pressed continuously for an extended period of time (several minutes). When this occurs, the situation is easily 
identified by the diagnostic code that is displayed on the controller and the condition can be quickly remedied by 
releasing the stuck switch or replacing/repairing the damaged switch or wire. 

The controller has two inputs on it. These are intended so that the permanent mounted controls and the Corded 
Remote are connected to each input. The permanent control(s) is to be connected input #1 and Remote(s) to Input 
#2. The installation instructions provided with all Gen 4 BZ’s show this as the method of connecting the switches. 

The important thing to remember is that the controller has a diagnostic LED that will identify the cause of any shut 
down of the liftgate and that it should be the first thing to look at when the liftgate is not functioning. Following are 
diagrams of the controller and a chart with an explanation of all of the codes that the controller may indicate when a 
shut down occurs.  

The controller has 2 red LED’s as well as a 
single digit display with a blinking decimal 
point. These have the following functions: 
 
Display: Indicates function and errors as 
well as the program configuration. For two 
digit codes, it will flash the first digit then 
the second digit a moment later. When all is 
functioning properly, the unit will flash “P” 
“1” when the Cab Switch is turned on. This 
indicates the default program #1 has 
initialized with no problems. 
 
Blinking decimal: 
Off: The controller has no power and/or 
ground (independent of Cab Switch). 
On: Controller has power but no controls 
are connected. 
Blinking: Controls are connected and 
functioning. Waiting on a switch to be used. 
 
Led 1: Indicates active input from control 
connected to primary bank. 
Led 2: Indicates active input from control 
connected to auxiliary bank. 

 

 GR 

 

Wires to Lift Cylinder 
Lock Valve – Pre-
connected at factory

Wires to cab for cab 
switch and platform 
warning light. Pre-
connected to 
controller at factory. 
Connected at Cab 
by Installers. 

Display
LED 1 LED 2 

Blinking 
decimal 

Wires to Pump Unit. 
Pre-connected at 
factory 

Wires to Permanent 
Switch Box connected to 
controller at factory. 
Connected to Switch by 
Installers 

Wires to Remote 
Switch - connected 
by installers 

Wires to Tilt 
Cylinder Lock 
Valve - Pre-
connected at 
factory 

Wires to Pressure 
Switch - Pre-
connected at 
factory 

Primary 
Input 1 

Secondary 
Input 2 
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Explanation of BZ Generation 5 Controls and Controller  

 

Digit Display Codes: 
 
Code Function Display 

1 Control unit 1 in use (Permanent Controls) 
2 Control unit 2 in use (Remote Control) 

 
Code Error Display Code Error Display Code Error Display 
E 1 Control Unit 1 locked out F 0 Short circuit to motor 

solenoid 
F 5 Short circuit to Valve (V5) 

E 2 Control Unit 2 locked out F 1 Short circuit to Valve (V1) F 6 Short circuit to Valve (V6) 
E 4 Voltage drop A F 2 Short circuit to Valve (V2) F 7 Short circuit to Valve (V7) 
H Battery voltage too high B F 3 Short circuit to Valve (V3) F 8 Short circuit feed to Control 

Unit 1  
L Battery voltage too low B F 4 Short circuit to Valve (V4) F 9 Short circuit feed to Control 

Unit 2  
 
A Faulty ground connection, poor cable connections, abnormal amperage draw e.g. faulty motor. 
B Correct voltage range is between 9.0V and 15.0V. The controller will not function at all if voltage falls below 7.0V, 

but will start working again when voltage returns to above 7.0V 
 
Notes: 

1 Error displays E4 and F0 – F9 will only show on the display when that actual function / output is active. 
2 When Cab Switch is turned off, “E” or “F” is displayed followed by the 5 most recent error codes. 

  

 

 

 

 

Page 28



ZHD/ZHDL-1500/2000 MA

 Electric and hydraulic diagram
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ZHD/ZHDL-1500/2000 MA, with hydraulic Auto-tilt

6. Electric and hydraulic diagram
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Cabin switch, Alarm for open platform

6. Ediagram
Nr. /No. Färg / Color/Farbe

1. Gul / Grön, Yellow / Green, Gelb / Grün

2. Blå / Blue / Blau

3. Brun / Brown / Braun

4. Svart / Black / Schwarz

5. Grön / Green / Grün

6. Vit / White / Weiß

7. Röd / Red / Rot

8. Gul / Yellow /  Gelb

9. Grå / Grey / Grau

10. Orange / Orange /  Orange

ZEPRO recommends that a strobe lamp/light placed on the trailer body exterior represents the alarm indica-
tion, clearly visible so that the driver can see it in the mirror

The light must be of amber color.

Connect the lamp/indicator according to the electric diagram.

3A fuse connected between the circuit card and the pressure switch.

Alarm for open platform (trailer)

Cabin switch, Alarm for open platform
when control unit has main switch
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6. Elc diagram

3-button control unit with main switch and selector switch

3-button remote control unit with spiral cable

3-button control unit

4-button control unit
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4.1

ZEPRO Z-Lyften Produktion AB

LED2 LED1

Troubleshooting the tail lift

Indicators and readings

   The control card has two red LEDs and a green 7-segment display. Both the LEDs and display can 
help to localise problems with the tail lift’s equipment.

The two red LEDs have the following functions:

• Led 1 indicates active input
• Led 2 indicates active output

Troubleshooting

The green dot on the display provides the following information:

• No dot indicates the unit does not have supply voltage.
• A dot indicates the supply voltage is on and the CS input is off.
• A blinking dot indicates both the supply voltage and the CS input are on.

The digit display provides the following information, input CS is on:

The control card’s configuration is shown first (during 2 sec.).

Följande konfigurationer finns:

P1 	 	 -  Config 1: DVx2 hydraulic auto-tilt 
P2   - onfig  Other                    
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4.2

ZEPRO Z-Lyften Produktion AB

Troubleshooting the tail lift

Troubleshooting continued.

Once the configuration has been shown, the display shifts to showing operational information. 

Operational indicators: 				    Error indicator during operation: 

• Off 	 - No control unit active	 	 	 • E1 	 - Control unit 1 locked 2
• 1 	 - Control unit 1 active 3	 	 	 • E 	 - Control unit 2 locked 2
• 2 	 - Control unit 2 active  3	 	 	 • L 	 - Low voltage 1
	 	 	 	 	 	 • H 	 - High voltage 1
						      • E4	 -Voltage drop
	 	 	 	 	 	 • F0-F9	- Short circuit (see error code list).

1 Note that if only low or high voltage occur, the display combines this information with operational information about the 
active control unit.
2 If a control unit is active more than 2 min, the control card will lock away that control units input. The input will be locked 
up again if no signal is recieved from the control unit for 6min, or if power is cut to the control card.
3 The control unit is active for 4 sec after finished use, during that time no other control unit can be used.

Priority order for operational indicators
1. Locked control unit (E1, E).
2. Active control unit (1, 2). Voltage drop (E4). Short circuit (F0-F9). 
3. Low/high voltage (L, H).

At 29V shows H

At 16V, shows L

At 4V the display is turned on
At 5V control card starts

At 15V, shows H At 17V, L goes out

At 9V, L goes out

The display gives the following information, input CS is turned off:

The control card stores the five most recent errors in a list. The last 3 errors is shown on the display when 
CS is turned off. The list of errors is updated automatically by the control card. When the solenoid (S) has 
been activated 100 times without any fault, then the oldest error will be deleted from the list. This will be 
repeated until the error list is empty.

Following error codes is available:

Code Error display Code Error display Code Error display
E1 Control unit 1 locked F0 Short circuit to solenoid (S) F5 Short circuit to valve (V5)

E2 Control unit 2 locked F1 Short circuit to valve (V1) F6 Short circuit to valve (V6)

E4 Voltage drop* F2 Short circuit to valve (V2) F7 Short circuit to valve (V7)

H Battery voltage too high F3 Short circuit to valve (V3) F8 Short circuit feed to control unit 1

L Battery voltage too low F4 Short circuit to valve (V4) F9 Short circuit feed to control unit 2

* Faulty earth connection, poor cable connections, abnormal current consumption e.g. faulty motor.
Note! Error displays E-4 and F0 - F9 is only showing on the display when actual function / output is active on 
the circuit card.
Note: Everytime the power to the control card is turned off (f.ex. main switch), an error E4 is stored in error 
list
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4.3

ZEPRO Z-Lyften Produktion AB

Troubleshooting the tail lift

The electronic card has no current 
if the decimal point is not lit or is not 
blinking.

Check the connections and measure 
the voltage between the + and GND 
terminals on connector 8 to which the 
hydraulic unit is connected.

The control unit 
doesn’t work.

Short circuiting or bridging can 
impair control functions. If the-
re is any water or moisture in 
any of the connections or ter-
minals in the electronic card or 
the control unit itself, ensure 
that it is dried-up, cleaned and 
protected with grease.

What is wrong? Check if the following faults are causing the problem

7. Troubleshooting continued.

1.1

1.2

Symptom Possible cause

Action

1.

Possible cause
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4.4

ZEPRO Z-Lyften Produktion AB

Troubleshooting the tail lift

If a button sticks or if there is a 
constant signal to a control unit 
input for 1 minute the lift will 
shut down. The internal timer 
built into the card ensures that 
no valve can be activated for 
more than 1 minute. The dis-
play reads E1 or E2 depending 
on which control unit input is 
supplying the constant signal. 
If the fault is solved, the card 
waits for 3 minutes to check for 
reoccurence. E1/E2 is shown 
during this time that the card 
regains full function.

Measure the voltage between 
connector 6 and/or 7 to which 
the control unit is connected. 
Measure between GND and 
the   various inputs (B, E, C, 
OUT, IN).  The voltage should 
be 0V if no button is stuck. Also 
see paragraph 1.2. 

If a button sticks or if there is 
a constant signal to a control 
unit input when the the cabin 
switch (CS on connector 9) is 
activated the card will ignore 
that command and show either 
E1 or E2 on the display.
This means that if more than 1 
control units are connected to-
gether to the same control unit 
connector (6 or 7) that particular 
connector will not function, and 
hence nor will the control units. 
If the button is released or the 
short circuit is remedied the 
card will then return to normal 
function after 3 min. 

1.3

1.4

Action

Possible cause

Possible cause
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4.5

ZEPRO Z-Lyften Produktion AB

Troubleshooting the tail lift

The card can lack current to in-
put CS connector 9.  CS is the 
input from the cabin switch that 
gives the card the signal to per-
form operations/commands.

Measure the voltage between 
GND and CS. It should be the 
same as the battery’s voltage if 
the cabin switch is on.

1.5

Measure the voltage between 
connector 6 and/or 7 to which 
the control unit is connected. 
Measure between GND and 
the   various inputs (B, E, C, 
OUT, IN).  The voltage should 
be 0V if no button is stuck. Also 
see paragraph 1.2. 

Action

Action

Possible cause
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4.6

ZEPRO Z-Lyften Produktion AB

Troubleshooting the tail lift

The control unit has no cur-
rent.

Measure the voltage between 
+ and GND on connector 6 or 
7 where the control unit is con-
nected. The voltage should be 
the same as the battery voltage 
when input CS is active.

If it isn’t you will have to change 
the card or connect the control 
unit to the accessory connector 
(14) in order to give it current.

1.6

Action

Action

Possible cause
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4.7

ZEPRO Z-Lyften Produktion AB

Troubleshooting the tail lift

The control unit has current but 
the signal doesn’t reach the 
card.

Measure if the signal reaches 
the control unit input connector 
6 and/or 7.

Check if pressing buttons on  
the control unit makes LED 1 
react (ie. that an input is ac-
tive).

The control
unit functions 
partially.

2.
2.1

Action

Action

Possible causeSymptom
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4.8

ZEPRO Z-Lyften Produktion AB

Troubleshooting the tail lift

The card is receiving current to 
1 or more inputs on the control 
unit connector, however, the 
tail lift and card do not react 

LED 1 indicates if the card re-
ceives an input signal. If LED 1 
does not react when current is 
fed to the input, then the card is 
faulty and must be replaced or 
the other control unit connector 
(6 or 7) is to be used.

2.2

The card receives a signal but 
nothing happens.

2.3

Action

Possible cause

Possible cause

Page 40



4.9

ZEPRO Z-Lyften Produktion AB

Troubleshooting the tail lift

The card receives signals cor-
rectly, but the valves do not 
operate as they should. 

In the installation instructions 
there is a description of which 
valves are activated during 
each movement phase of the 
tail lift.

2.4

If the card simultaneously re-
ceives a signal on both lifting 
and   lowering circuits, all fun-
ctions are disabled until the 
buttons are released. This can 
even be caused by a short 
circuit somewhere in the instal-
lation of the control unit. Also 
see paragraph 1.2. 

Action

Action

Possible cause
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4.10

ZEPRO Z-Lyften Produktion AB

Troubleshooting the tail lift

The valves function correctly 
but the electric motor doesn’t  
start when the lift function is 
activated.

Check the cables and their 
connections to the motor and 
solenoid in the hydraulic unit. 
Also check the earthing point 
in the hydraulic unit.

Activate the inputs and simul-
taneously measure output after 
output. One or more outputs or 
the valve cables can be defec-
tive.

2.5

Action

Possible cause

Action
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4.11

ZEPRO Z-Lyften Produktion AB

Troubleshooting the tail lift

The tail lift moves even if no 
control unit is being used or 
continues to move after all but-
tons are released.

Moisture or water in the con-
trol unit and connectors can 
cause short circuits. Buttons 
can stick. 

Check that the solenoid is cor-
rectly earthed. The earth ca-
blefrom the motor’s heat guard 
can be fauly. Check this by 
connecting the solenoid earth 
directly to the earth terminal on 
the motor.

The tail lift 
moves without 
buttons being 
activated.

3.
3.1

Action

Possible cause

Action

Symptom

Page 43



4.12

ZEPRO Z-Lyften Produktion AB

Troubleshooting the tail lift

If the control unit checks out 

Measure the voltage of the 
outputs to check if any of the 
outputs has a constant signal. 
If this is the case the card is 
faulty and must be replaced. 

3.2

Measure the voltage at the 
control unit input connectors 
6 and/or 7. Measure between 
GND and the   various inputs 
(B, E, C, OUT, IN). 
If the measured value is less 
than the battery’s voltage, this 
is probably due to moisture. 
If the voltage is around the 
battery’s voltage this is proba-
bly due to a short circuit or a 
button that has stuck. In order 
for the card to be activated by 
an input, the voltage must be 
> for 12V lift and oer 20V for a 
24V lift.

Action

Possible cause

Action
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4.13

ZEPRO Z-Lyften Produktion AB

Troubleshooting the tail lift

The tail lift’s hydraulic unit does 
not start properly when buttons 
are pressed. The movements 
are irregular, either from start 
or after a seemingly normal 
start.

Check the current carrying ca-
bles, connection cables and 
earths in the hydraulic unit. 
Check the battery voltage.

The tail lift
starts with
irregular
movements.

4. 4.1

Action

Possible causeSymptom
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6.1

ZEPRO Z-Lyften Produktion AB

Manual control for tail lift

Manual Control, tilting down

Electric safety valve on tilt cy-
linder (V5)

Remove the magnet on the 
valve. Screw off the top of the 
valve.

Hydraulic unit, valve (V1)

Screw off the hat on the mag-
net.

Hydraulic unit, valve (V3)

Screw off the hat on the mag-
net. When the pins are pres-
sed inward, the lift tilts down. 
Release valve V3 to stop this 
function.

Note!
When emergency operation 
is completed, make sure to 
screw/connect everything back 
to its original positions.
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6.2

ZEPRO Z-Lyften Produktion AB

Manual control for tail lift

Manual Control, lowering

Electric safety valve on the lift 
cylinder (V4)

Remove the magnet on the 
valve. Screw off the top of the 
valve.

Hydraulic unit, valve (V1)

Screw off the hat on the mag-
net.

Hydraulic unit, valve (V2)

Screw off the hat on the mag-
net. When the pins are pressed 
inward, the lift lowers. Release 
valve V2 to stop this function.

Note!
When emergency operation 
is completed, make sure to 
screw/connect everything back 
to its original positions.
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6.3

ZEPRO Z-Lyften Produktion AB

Manual control for tail lift

Manual Control, lift

Hydraulic unit, valve (V2)

Screw off the hat on the mag-
net.

Hydraulic unit,
block terminal

Take apart the block terminal. 
Note! Make sure to connect 
the cable to opening 2 first, 
before the cable is connected 
to opening 1*,
 
*The power supply goes th-
rough opening 1.

Opening 1 = red cable
Opening 2 = brown cable

Hydraulic unit,
block terminal

As the cable is connected to 
opening 1, press the pin inward 
to start the lift function. Relea-
se the pin to stop lifting.

Note!
When emergency operation 
is completed, make sure to 
screw/connect everything back 
to its original positions.
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6.4

ZEPRO Z-Lyften Produktion AB

Manual control for tail lift

Manual Control, tilting up

Hydraulic unit, valve (V3)

Screw off the hat on the mag-
net.

Hydraulic unit,
block terminal

Take apart the block terminal. 
Note! Make sure to connect 
the cable to opening 2 first be-
fore connecting to opening 1*,

*The power supply goes th-
rough opening 1.

Opening 1 = red cable
Opening 2 = brown cable

Hydraulic unit,
block terminal

As the cable is connected to 
opening 1, press the pin inward 
to start the lift function. Relea-
se the pin to stop lifting.

Note!
When emergency operation 
is completed, make sure to 
screw/connect everything back 
to its original positions.
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